




CAUTION 
 Read and understand this manual before operation.

 For use with brass ammunition cartridge cases only.

 Do not attempt to anneal loaded or primed cases. Injury and/or 

damage could result.

 Annealed cartridges are hot! Exercise caution when removing them 

from the shell holder.

 Do not place liquids on or near annealer. Spillage could cause a short 

circuit.

 Ensure correct program before starting. An incorrect case in too high a 

program can melt the brass.

 Cases should never come out of the annealer glowing red. If one does, 

stop annealing and check the head stamp of the case. It will be either the 

wrong brand for the program setting, or alternatively, a different lot of 

number from the samples tested for our Settings Page. If it is a different

lot number, samples should be sent to us for correct calibration.

 Do not obstruct air vents. These are vital for cooling.

 Use in a well ventilated room. Any residues on the neck and shoulder 

of the brass will be burnt off.

 No user serviceable parts inside. Do not attempt to open the 

annealer. It uses very high voltages and currents. Warranty will be 

voided if tampered with 

Reloading should be performed only by trained adults. It is always 
recommended that eye and ear protection be utilised when reloading and 
shooting. Check cases before reloading. Discard split or damaged cases. 

Since reloading is beyond our control, we disclaim all liability for any 
damage that may result from reloading or the use of this product. 

GENERAL WARNING
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SELECTING THE PROGRAM 
When selecting the correct program to use, refer to the ‘settings’ page on 
the website, the correct programs for all the cartridges we have tested are 
listed.  
Programs are generally based on three things: Calibre, Brand and neck 
wall thickness. Ensure you choose the correct program based on your 
cartridge. 

Enter the correct program number into the machine using the blue (-) 
and (+) buttons on the machine. Press and hold down to rapidly cycle 
through the programs. As soon as the (Start) button is pressed the first 
time, the program lock (denoted by *) is activated. This prevents 
accidentally changing the program during an annealing run. To 
unlock, just hold either (+) or (–) buttons down for two seconds. 

Figure 1 

Figure 2 





 Shell holders not supplied. All common brands of standard shell 
holders as used in reloading presses will fit into the brass grip.  
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TROUBLESHOOTING 

For full support in any areas regarding how to use and maintain this 
machine and for any problems, questions and feedback please do not 

hesitate in contacting support. 

www.ampannealing.com/contact-us 

There are NO user serviceable parts within the machine. Do NOT 
attempt to remove ANY screws 

Dropped Cases: If a cartridge falls out of the shell holder and into the 
machine, simply turn off the power at the back of the machine, remove the 
pilot and retrieve the cartridge. If already annealed, it will be HOT. For 
extremely short cartridges, a pair of long nosed pliers can be used to 
retrieve them. Dropping a hot case will not damage the annealer. A small 
amount of polycarbonate at the bottom of the well may melt, but this is 
just cosmetic.

Machine won’t turn on: Check that the power cable is firmly pushed into the 
power socket and check the fuse located in the power socket for 
serviceability. Take care to replace the fuse with the correct type (10A, 
240V AC, 5mm x 20mm, F (speed), Ceramic) if needed. 
If the fuse is serviceable and the machine still won’t turn on contact 
support. www.ampannealing.com/contact-us  

Faster than normal cut out: If the machine begins to reach thermal cut out 
faster than normal, check the air intake filter is clean and not 
obstructed as this can prevent air from cooling the inductor. The filter is 
located on the right side of the machine and can be removed/replaced by 
using a flat head screwdriver to lift the plastic cover off the outer housing 
by inserting it into the slots and levering outward. When not in use, we 
suggest placing the provided dust cover over the machine. 

Cartridge over heated: Cases should never come out of the 
annealer glowing red. If one does, stop annealing and check the 
head stamp of the case. It will be either the wrong brand for 
the program setting, or alternatively, a different lot of number from 
the samples tested for our Settings Page. If it is a different lot 
number, samples should be sent to us for correct calibration. Pay 
particular attention to the neck wall thickness of the cartridge 
as this greatly effects the end result. If you are unsure of which 
program to use for a given cartridge contact support. 

Machine operates but no heat: Ensure you have the correct 
program and pilot installed for the cartridge being annealed. If the above is 
correct and there is still no heat contact support.  
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From time to time, debris can accumulate in the inductor air gap well. This 
can be removed by using a moistened cue tip or similar. Loose debris can 
be removed carefully with a vacuum cleaner.

The dome head machine screws used on the top and back of the annealer 
are blued mild steel. In damp environments, these can rust. We suggest 
wiping with a little gun oil periodically. The rivet heads are fine.

After use, we suggest leaving the annealer to run for five minutes before 
turning off. This will allow the fans to cool the annealer down and expel 
any condensation.
After cool down, place the supplied dust cover over the annealer.








